
The new light balloon modular system: 
Individually configurable for your applications.

Reliably provides a power supply 
for flicker-free light.

The practical modular system offers you the 
possibility to choose all components tailored to 
your needs. So you only pay for what you 
really need. 

Select your components:

WIND STABLE 

IN OPERATING 

CONDITIONS 

UP TO 100 KM/H*

• 2 light balloons with glare-free light. 
Optionally with metal vapor halogen 
lamps (HQI) or halogen lamps. 

•  2 tripods: Optionally with a light source 
height of 3.4 or 5 meters. 

•  Attractive accessories for more comfort 
during transport and set-up. 

•  A generator for electric power supply, 
when no plug receptacle is available.

* The stability values named assume a secure positioning of the light balloon on solid, level ground and a constant wind direction.
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LB 80M + LBV: 
HQI lamp, 80,000 lumens,  
and ballast

Carry-case

Anchoring set
Adapter for weighting 
elements

Link (Ideal, for example,  
for lighting walls)

Transport bag Carrying belt

Tripod Pro: Light source height of 5 meters
Tripod Compact:  
Light source height of 3.4 meters

LB 50H: Halogen lamp, 50,000 lumens, 
(operation without ballast) - 100% luminance 
intensity directly after switching on

Convenient accessories

Sturdy tripods

Mountable light balloons

You have the choice: Flexible system  
for unlimited application areas.
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www.wackerneuson.com
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